Afterwards, LCLU changes within sub-basin level were investigated to quantify the effects of different types of land changes on the major hydrological components such as actual evapotranspiration, percolation, soil water, base flow, surface runoff and runoff. Our analysis indicated that, under the same climatic conditions, changes in land cover/use, specifically urbanization, played a considerable role in hydrological dynamics with changes on actual transpiration, base flow, surface runoff, runoff, percolation and soil water mainly due to urban and agricultural area changes. Among the different hydrological components analyzed at watershed level, percolation, ET and base flow were found to be highly sensitive to LCLU changes, whereas soil water was found as the least sensitive to same LCLU changes.
Introduction
Land cover/land use (LCLU) change has been significantly impacting global, regional and local climate, hydrological processes, water resources, soils and environment [1] [2] [3] . Population increase, and socio-economic and industrial development have been triggering human-induced LCLU changes such as deforestation; expansion of urban, industrial and commercial areas; agricultural intensification; and derogation of water bodies [2, 4, 5] .
Pressure on water resources have been increasing due to the human induced activities and climate change, which in turn affect water quality and supply due to the increased surface runoff, Maps having different scales were used in this research for different stages of the work. Maps of 1/5000 scale were used for the ortho-rectification of very high-resolution IKONOS satellite images, which were used to assess the accuracy of CORINE based LCLU maps. Additionally, elevation information from these maps were used to create a high-resolution Digital Elevation Model (DEM) with 3 m × 3 m raster resolution. Digital elevation models are needed to determine drainage areas in the basin and to calculate aspect, slope, slope distance, and drainage network while calculating sub basin parameters. Having a higher resolution DEM provides better details for drainage, slope and related parameters, therefore better identification of hydrological response units compared to the freely available DEM within the SWAT model.
Coordination of Information on the Environment (CORINE) database is available for several European countries for 1990 and 2006 [25] . Therefore, 1990 and 2006 dated CORINE LCLU maps of the region were obtained and geometrically corrected to be compatible with all geographic datasets. The year 1990 was important for this research since LCLU changes were mostly started to occur in Istanbul by the end of the 1980s and land cover status was stable between 1970 and 1990. Moreover, Maps having different scales were used in this research for different stages of the work. Maps of 1/5000 scale were used for the ortho-rectification of very high-resolution IKONOS satellite images, which were used to assess the accuracy of CORINE based LCLU maps. Additionally, elevation information from these maps were used to create a high-resolution Digital Elevation Model (DEM) with 3 m × 3 m raster resolution. Digital elevation models are needed to determine drainage areas in the basin and to calculate aspect, slope, slope distance, and drainage network while calculating sub basin parameters. Having a higher resolution DEM provides better details for drainage, slope and related parameters, therefore better identification of hydrological response units compared to the freely available DEM within the SWAT model.
Coordination of Information on the Environment (CORINE) database is available for several European countries for 1990 and 2006 [25] . Therefore, 1990 and 2006 dated CORINE LCLU maps of the region were obtained and geometrically corrected to be compatible with all geographic datasets. The year 1990 was important for this research since LCLU changes were mostly started to occur in Istanbul by the end of the 1980s and land cover status was stable between 1970 and 1990. Moreover, significant land changes occurred in the area between 1990 and 2006 ( Figure 2 ). These LCLU maps were converted into 16 different land cover classes to be compatible with SWAT hydrological model class definitions. Since CORINE system has 44 different LCLU classes, some LCLU classes were merged to create new 24-class LCLU maps of the study region. For example, CORINE has 11 different sub-classes under artificial surface class such as continuous urban fabric, discontinuous urban fabric, industrial or commercial units, road and rail networks and associated land, port areas, airport, etc. All of these artificial surface sub-level classes were merged and an Urban Area class was formed. Similar approach was followed to create Dryland Cropland and Pasture and Irrigated Cropland and Pasture classes. Land cover classes used in this research were: Urban Area, Dryland Cropland and Pasture, Irrigated Cropland and Pasture, Cropland/Woodland Mosaic, Grassland, Mixed Grassland/Shrubland, Deciduous Broadleaf Forest, Evergreen Needleleaf Forest, Mixed Forest and Water bodies. [23, 26] .
SWAT is one of the most widely used open source water quality and watershed model worldwide; it is well known and documented and has been applied extensively for a broad range of hydrologic and/or environmental problems [27, 28] . GIS-based preprocessors for model building and data entry and text-based model input and output suitable for automatic (script based) input data manipulation are possible in the SWAT model to facilitate its usage [23, 26, [29] [30] [31] [32] . SWAT is a physically-based, computationally efficient, continuous time model with spatially explicit parameterization [33] . SWAT is operated on daily time steps, but it can aggregate the results to monthly or annual output.
The model divides watershed into sub-basins connected by a stream network. Sub-basins are discretized into Hydrologic Response Units (HRUs) consisting of unique soil, slope, and land use combinations. The local HRU water balance is presented by four storage volumes: snow, soil profile, shallow aquifer representing unconfined aquifers, and deep aquifer representing confined aquifers [23] . Runoff is generated for each HRU, but is routed over the sub-basins. In this study, 56 sub-basins and 1267 HRUs were generated for the research area within the SWAT model.
The main input for the SWAT model was meteorological data for the period 1970-2012 obtained from the State Meteorological Office [34] . Daily time series of precipitation, temperature, pressure, relative humidity, wind speed, wind direction and solar radiation were obtained from three meteorological stations located within 10 km buffer zone of the Buyukcekmece Water basin, which represent the local meteorological forcing within the study area.
Model Inputs
The input data used in the SWAT model included a DEM, soil data, LCLU maps and climate data. The DEM with 3 m grid resolution was introduced to SWAT model to improve the boundary determination of sub-basins and HRUs.
Land cover information is one of the essential inputs of the SWAT model having strong impact on the delineation of hydrological response units (HRUs) and simulation of stream flows and water quality. LCLU maps were obtained from CORINE dataset for 1990 and 2006 and revised maps in terms of different LCLU definitions were introduced into the SWAT model to simulate the impacts of LCLU changes on hydrological components. After the calibration of the model, the first scenario (S1) was run with 1990 dated LCLU map and meteorological data from 1973 to 2012 and the second scenario (S2) was run with 2006 dated LCLU map and same meteorological data.
SWAT input data related to soils were generated using a 1/25,000 scale soil map of the area, which was obtained from Istanbul Metropolitan Municipality.
Results and Discussions

Model Application
To assess the impacts of LCLU changes on hydrological conditions, the calibrated model was run for 1990 and 2006 dated LCLU maps with constant DEM, soil and meteorological data from January 1973 to December 2012 in Buyukcekmece watershed. Hydrological models need a warm-up time to be as independent as possible from initial conditions that technically cannot be provided precisely; therefore, simulations were initiated from 1973. This is the case for many models since it is impossible to provide all of the model domain with correct land based initial conditions (such as soil moisture, ground water amount in the aquifers, etc.) and some processes incorporated into hydrological models usually respond slower to changes (on the scale of years) than the processes in water body only models (on the scale of days to weeks, and maximum months). The year 1973 was selected because it is the earliest year where adequate meteorological forcing data are available, thus the model was run benefitting from a relatively long warm-up period.
The simulation results were used to analyze at watershed and sub-basin scales. A cumulative evaluation was conducted at watershed scale to evaluate the impacts of LCLU changes on hydrological components. Afterwards, LCLU changes at sub-basin scale in conjunction with individual hydrological component changes were evaluated to better understand sensitivity of these components to different LCLU changes.
The model results were used to calculate the water potential of the watershed. The water potential is defined as the possible annual water withdrawal from the Buyukcekmece reservoir considering that all of the outflow would be allocated for water supply of Istanbul Metropolitan area and no concerns would have been made for downstream water release since Buyukcekmece reservoir is neighboring the Marmara Sea and there are no major downstream river ecosystems available within the basin that would need some ecological flow. The water budget calculations were done using two components: (1) the water budget of the drainage area that was modeled in the study using SWAT; and (2) the calculation of the reservoir water budget. The only inflows reaching the Buyukcekmece reservoir are river outflows from its watershed. This river outflows were already calculated by SWAT model and form the most important input for the lake water budget. Since almost all the water from the Buyukcekmece reservoir is withdrawn and not released downstream, being a freshwater resource controlled by Istanbul Municipality, evaporation from the reservoir surface would be the only outflow left to be considered for the water budget of the reservoir. Long-term evaporation data were obtained from the State Meteorological Service. Finally, the water potential was calculated using the equation below.
Water Potential = SWAT calculated outflows from the watershed − Evaporation from the reservoir water surface (1) SWAT-CUP [32] , a popular automatic calibration and uncertainty analysis tool for SWAT model, was used for the parameter sensitivity analysis in the Buyukcekmece Basin. In this study, due to the limited available observed data in the basin, two-step calibration procedure was applied. First, the calibration was conducted at the gauge station located at the upstream of northern part of the basin, for the monthly streamflow data by using SUFI-2 algorithm [35, 36] in the SWAT-CUP software with sensitive parameters. This stage could be considered as a pre-calibration step for the entire watershed. Parameterization obtained in this step was also applied for the ungauged part of the basins. The gauge station used for model calibration covers 15% of the total watershed. However, this is the only available dataset that could be used for the region. SWAT, selected as the hydrological simulation tool in this study, has been applied to poorly gauged [37, 38] or even ungauged [39] [40] [41] watersheds and is designed to produce reasonably precise results in such cases [42] . Studies have demonstrated the capabilities of SWAT to represent basin hydrology and make satisfactory river flow predictions in poorly monitored catchments [43, 44] . The basic LCLU distribution of the entire watershed was compared to the LCLU distribution of the calibrated area as given in Table 2 . As shown in Table 2 , the pre-calibrated area does (of course) not have an identical land use-land cover distribution with the watershed, however we concluded that the calibrated area is a close enough sample to represent the rest of the watershed that transferring the parameters for each land use class to the rest of the watershed of the same land use class is adequate.
To improve the model performance, in the second step, manual calibration was conducted for the ungauged part of the basin by using water potential (defined above) of the reservoir at an annual basis. Six suggested sensitive model parameters by Abbaspour et al. [45] were selected and 480 simulations were conducted for the sensitivity analysis and streamflow calibration (Table 3) . Table 3 . Model parameters, their description, and sensitivity analysis results (see SWAT-CUP manual [45] for more details on parameterization). These parameters were used as well as similar approaches conducted by Cuceloglu et al. [46] in the region. CN2 was the most influential parameters on the streamflow estimations followed by the SOL_AWC and ESCO. These parameters have significant impacts on stream flow simulations, especially for the peak flows, as stated by Abbaspour et al. [45] . Although other parameters used in this study (GW_REVAP, GWQMN and REVAPMN) showed relatively less sensitivity, they were also useful to adjust base flow simulations. Flow duration curve of the model prediction and observed data at the gauge stations were plotted to the graphical representation of the model performance (Figure 3) .
Parameters
Model results yielded in poor performances of peak flow estimation observed after the first step calibration. NSE and PBIAS values were obtained as 0.52% and 19.2%, respectively. Considering the main objectives of this study, estimating water budget receiving the Buyukcekmece at annual basis with lower PBIAS was satisfactory for the model performance. The second step manual calibration procedure was conducted based on consistency checking of the water potential. The water potential calculated by this approach was compared with the water amount withdrawn for the Istanbul Metropolitan area from 2000 to 2012 on which the reservoir potential was totally consumed for the water supply. Finally, Percent bias (PBIAS) between the calculated water potential and water supplied to Istanbul Metropolitan area was less than 1%. Water 2019, 11, x FOR PEER REVIEW 8 of 15 Model results yielded in poor performances of peak flow estimation observed after the first step calibration. NSE and PBIAS values were obtained as 0.52% and 19.2%, respectively. Considering the main objectives of this study, estimating water budget receiving the Buyukcekmece at annual basis with lower PBIAS was satisfactory for the model performance. The second step manual calibration procedure was conducted based on consistency checking of the water potential. The water potential calculated by this approach was compared with the water amount withdrawn for the Istanbul Metropolitan area from 2000 to 2012 on which the reservoir potential was totally consumed for the water supply. Finally, Percent bias (PBIAS) between the calculated water potential and water supplied to Istanbul Metropolitan area was less than 1%.
LCLU Changes within the Watershed and the Impacts of LCLU changes on Hydrological Components at the Watershed Scale
At the watershed level, main LCLU changes during the 16-year period were urbanization, changes in agricultural patterns from dry to irrigated, and increase of some forest areas because of plantation. Urban areas covered 4.12% and 7.01% of the watershed in 1990 and 2006, respectively. Dryland croplands were 67% in 1990 and 63.4% in 2006. Although there was no irrigated cropland in 1990, this class increased to 2% during 16-year period. Mixed grassland/shrubland class decreased from 7% to 3.78% between 1990 and 2006. Deciduous broadleaf forest areas increased from 13.6% to 15.07% during the same period. Cumulative evaluation of these changes resulted in increase of annual average actual evaporation from 398.8 to 411.9 mm; decrease of the average annual percolation value from 255.6 to 234.8 mm; decrease of average annual base flow from 135.479 mm to 120.580 mm; increase of surface runoff from 127.221 mm to 134.991 mm; decrease of runoff from 264.807 mm to 257.550 mm; and decrease of soil water from 76.007 mm to 73.921 mm at watershed scale. At watershed scale, percolation was found as the most affected component by changes in land cover/use, whereas slight changes were observed for soil water with same land changes. Percolation, ET and base flow were more sensitive to LCLU changes in the studied watershed, whereas soil water did not present high sensitivity.
Water potential of the water basin illustrates differences with respect to LCLU changes. Water potential of the watershed was calculated using average annual runoff values obtained from the simulations of 1990 and 2006 dated LCLU maps. Our results indicate that water potential was 
LCLU Changes within the Watershed and the Impacts of LCLU Changes on Hydrological Components at the Watershed Scale
Water potential of the water basin illustrates differences with respect to LCLU changes. Water potential of the watershed was calculated using average annual runoff values obtained from the simulations of 1990 and 2006 dated LCLU maps. Our results indicate that water potential was 158,670,060.00 m 3 and 154,321,728.50 m 3 with 1990 and 2006 dated LCLU maps, respectively. LCLU changes within the watershed resulted in decrease of water potential by on average 4,348,332.00 m 3 .
LCLU Changes and Their Impacts on Hydrological Components at Sub-basin Scale
LCLUs within sub-basin level were investigated to quantify the effects of different forms of LCLU changes on the major hydrological components such as actual evapotranspiration, percolation, soil water, base flow, surface runoff and runoff. To find sub-basins that were exposed to changes of hydrological components with the modification of landscape, we calculated the long term annual average values of ET, soil water, percolation and base flow for each sub-basin obtained from SWAT model outputs for S1 and S2 conducted with two different LCLU maps. Then, we found the long-term annual average differences by subtracting average values obtained from S2 and S1. As shown in Figure 4 , for some sub-basins, such as 1, 2,4, 9, 11, 14, 15, 29, 30, 31, 39, and 40, only slight differences were observed for ET, soil water, percolation and base flow. However, high differences were obtained for these four hydrological components for Sub-Basins 10, 16, 20,26, 50 52, 53, 54, 55, and 56.
LCLU changes on the major hydrological components such as actual evapotranspiration, percolation, soil water, base flow, surface runoff and runoff. To find sub-basins that were exposed to changes of hydrological components with the modification of landscape, we calculated the long term annual average values of ET, soil water, percolation and base flow for each sub-basin obtained from SWAT model outputs for S1 and S2 conducted with two different LCLU maps. Then, we found the long-term annual average differences by subtracting average values obtained from S2 and S1. As shown in Figure 4 , for some sub-basins, such as 1, 2,4, 9, 11, 14, 15, 29, 30, 31, 39, and 40, only slight differences were observed for ET, soil water, percolation and base flow. However, high differences were obtained for these four hydrological components for Sub-Basins 10, 16, 20,26, 50 52, 53, 54, 55, and 56. The first selected sub-basin representing an urbanization case is given below. This is Sub-Basin 54 in our SWAT model experiment, which exhibited considerable ET, percolation, and base flow decreases and slight soil water increase based on our long-term annual average difference calculations (Figure 4) . Table 3 Table 4 . The term Diff is used as the abbreviation for difference to show the LCLU change difference of each class between 1990 and 2006 for the selected sub-basin. We use the same terminology in Table 5 . As shown in Table 4 , there was an increase of urban but decrease of dryland cropland and pasture class within this sub-basin caused by the conversion of dryland cropland and pasture to urban areas, which is one form of urbanization that the catchment has experienced. These changes resulted in decrease of actual evaporation, increase of soil water, very slight decrease of percolation, decrease of base flow, increase of surface runoff and increase of runoff for annual average values between 1973 and 2012. Since some vegetated areas were converted into The first selected sub-basin representing an urbanization case is given below. This is Sub-Basin 54 in our SWAT model experiment, which exhibited considerable ET, percolation, and base flow decreases and slight soil water increase based on our long-term annual average difference calculations (Figure 4) . Table 3 Table 4 . The term Diff is used as the abbreviation for difference to show the LCLU change difference of each class between 1990 and 2006 for the selected sub-basin. We use the same terminology in Table 5 . As shown in Table 4 , there was an increase of urban but decrease of dryland cropland and pasture class within this sub-basin caused by the conversion of dryland cropland and pasture to urban areas, which is one form of urbanization that the catchment has experienced. These changes resulted in decrease of actual evaporation, increase of soil water, very slight decrease of percolation, decrease of base flow, increase of surface runoff and increase of runoff for annual average values between 1973 and 2012. Since some vegetated areas were converted into impervious surfaces within this sub-basin, actual evapotranspiration decrease and surface runoff increase were more significant compared to changes of other hydrological components. Annual time series of these hydrological components complied with the generalized average difference obtained for each sub-basin Changes in annual average patterns of actual evapotranspiration, percolation, soil water, base flow, surface runoff and runoff are presented at Figure 5 . Average annual increase of the annual average actual evapotranspiration for the forty-year period was obtained as approximately 40 mm/year. Maximum annual average decrease of evapotranspiration was approximately 60 mm for 1989 and minimum annual average decrease was approximately 10 mm for 1983. Our results indicate that, in general, the highest differences for annual average actual evapotranspiration as a result of urbanization were obtained under extreme conditions such as in 1989 and 1990, which were recorded as dry years for Marmara Region, and 2010, a wet year.
Water 2019, 11, x FOR PEER REVIEW 10 of 15 impervious surfaces within this sub-basin, actual evapotranspiration decrease and surface runoff increase were more significant compared to changes of other hydrological components. Annual time series of these hydrological components complied with the generalized average difference obtained for each sub-basin Changes in annual average patterns of actual evapotranspiration, percolation, soil water, base flow, surface runoff and runoff are presented at Figure 5 . Average annual increase of the annual average actual evapotranspiration for the forty-year period was obtained as approximately 40 mm/year. Maximum annual average decrease of evapotranspiration was approximately 60 mm for 1989 and minimum annual average decrease was approximately 10 mm for 1983. Our results indicate that, in general, the highest differences for annual average actual evapotranspiration as a result of urbanization were obtained under extreme conditions such as in 1989 and 1990, which were recorded as dry years for Marmara Region, and 2010, a wet year. LCLU changes between 1990 and 2006 for the second selected sub-basin is presented in Table 5 . Similar patterns were obtained for the second sub-basin in which Dryland Cropland and Pasture were converted to urbanized areas.
In these two sub-basins, the LCLU change type was basically urbanization resulted in loss of fertile soils (Dryland Cropland and Pasture conversion to urban areas); reductions in actual evapotranspiration, percolation and base flow of the basin; and potentially increased surface runoff and runoff, which might further impact flood frequency and intensity [47] [48] [49] . Increased runoff and declined base flow and actual evapotranspiration would have negative impacts on water resources, especially in relation to erosion and sedimentation.
In most parts of the water basin, mostly dryland agriculture and pasture areas were converted into urban areas. Tables 6 and 7 illustrates different forms of LCLU changes. In the third selected sub-basin (Sub-Basin 11), most of the grasslands were converted into Dryland Cropland and Pasture class where cultivation land expanded clearly and resulted in decrease (average 40 mm) of actual evaporation, increase (5 mm) of soil water, very slight increase (10 mm) of percolation, increase of (20 mm) base flow, almost no change in surface runoff and increase (20 mm) of runoff.
The main LCLU changes within the fourth selected sub-basin (Sub-Basin 36), was conversion of Dryland Cropland, Pasture and Grassland, mostly into Irrigated Cropland and Pasture. There was a decrease (average 50 mm) of actual evaporation, increase (5 mm) of soil water, decrease (20 mm) of percolation, decrease of (20 mm) base flow, increase of surface runoff (40 mm) and increase (20 mm) of runoff. Conversion from dry to irrigated agriculture significantly changed the hydrological flows and actual evaporation. Among all on the sub-basins, the highest percolation decrease and surface runoff increase were observed in this region as a result of agricultural practice change. Table 8 summarizes four different sub-basins that experienced urbanization in different amounts and resulting changes on annual average actual evapotranspiration, percolation, soil water, base flow, surface runoff and runoff. Dryland Cropland and Pasture areas were converted to urban areas between 1990 and 2006 and urban areas increased 2.01 km 2 , 0.31 km 2 and 0.26 km 2 for Sub-Basins 1, 2 and 3, respectively. For the fourth sub-basin, conversion from not only Dryland Cropland and Pasture (2.80 km 2 ) but also from Grassland (0.12 km 2 ) occurred and resulted in urban area (2.92 km 2 ) increase. 
Conclusions
Changes of hydrological components in Buyukcekmece Watershed of Istanbul with respect to changing LCLU were evaluated using SWAT model. Our results show that, under same climatic conditions, LCLU change played a significant role, since these changes affected surface runoff, runoff and, soil water, actual evaporation, percolation and base flow. In general, urbanization resulted in reductions in actual evapotranspiration, percolation and base flow of the sub-basins, and potentially increased surface runoff and runoff. The amount of increase or decrease for hydrological components was amplified in extreme years, which were recorded as extremely dry or wet. Although base flow and runoff showed parallel increase and decrease in most cases for different LCLU changes, surface runoff mostly reacted to urbanization with some increasing values, but did not represent significant changes for other LCLU changes.
LCLU changes impacts on hydrological components should be considered by policymakers involved in land use planning and watershed management for sustainable and effective management of water resources and prepare environmentally positive land use plans. Future projections of land cover/use could be modeled using remote sensing technology and land use models and simulated future land cover/use could be introduced to hydrological models to simulate the impacts of different land cover/use change scenarios on hydrological components. It is essential to produce and evaluate different projections of future water availability with respect to different land cover/use developments for the sustainable planning and management of water resources.
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